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Bleiband, halboval, selbstklebend,

Self adhesive lead, half round, natural

natur

Die Klebbleibänder werden mit einem

speziellen Klebstoff versehen, wodurch sie

für dauerhafte Applikationen geeignet sind;

sowohl für den Innen- als auch für den

Außenbereich.

Sie können auf einfach- und doppelt

verglasten Flächen angewandt werden. Um

dem Bleikern des Streifens Farbe zu

verleihen, wurde

ein spezielles Beschichtungs-

verfahren entwickelt. Die Klebebleibänder

sind witterungs- und alterungsbeständig.

The self adhesive lead strips have a high

performance acrylic, pressure sensitive

adhesive which makes them suitable for

permanent application to both interior and

exterior glass surfaces. They can be used

for single and double glazed units. The core

of the product is natural lead, which is

developed with a special coating technique

to give attractive colour options. They use

pigmented polymer coatings which have

been fully weather and age tested for

optimum performance.

mit pigmentierten

Polymer

Bleiband, halboval, selbstklebend,

Self adhesive lead, half round, antique

antik

Bleiband, halboval, selbstklebend,

Self adhesive lead, half round, brass

messing

42 281 50 3,0 mm / 50 m  
42 280 10

     
4,5 mm / 10 m

42 280 50     4,5 mm / 50 m
42 282 10 6,0 mm / 10 m 
42 282 50 6,0 mm / 50 m
42 284 10 9,0 mm / 10 m 
42 284 50 9,0 mm / 50 m
42 285 50    12,0 mm / 45 m  

42 280 52      4,5 mm / 50 m 
42 280 12      4,5 mm / 10 m 
42 282 12  6,0 mm / 10 m 
42 282 52  6,0 mm / 50 m 
42 284 12  9,0 mm / 10 m 
42 284 52  9,0 mm / 50 m

42 280 51      4,5 mm / 50 m 
42 280 11      4,5 mm / 10 m 
42 282 11      6,0 mm / 10 m 
42 282 51       6,0 mm / 50 m 
42 284 11      9,0 mm / 10 m 
42 284 51      9,0 mm / 50 m
42 285 51    12,0 mm / 45 m
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